
Item I215.1

Description RG 223/U  MIL C17
Application

Inner Conductor Material Tinned Copper
Type Solid
Costruction n x mm 1 x 0,90

Dielectric Material Polyethylene
Color Transparent
Diameter mm 2,95 ± 0,05

Shield Material Tinned Copper
Costruction n x n x mm 16 x 7 x 0.12
Coverage % 94
Material Tinned Copper
Costruction n x n x mm 16 x 7 x 0.12
Coverage % 87

Jacket Material PVC UV-Resistant
Color Black RAL 9005
Diameter mm 5,40 ± 0,10

Weight kg / km 49,5
Standards MIL C17 - HD 605/A1 (UV resistance) - ROHS

Marking

Color marking White or Yellow (*) Lot of Production

Impedance Ohm 50 ± 2
Capacity pF/m 97
Velocity Ratio % 66
Inner Conductor Resistance Ohm/km 28,3
Shield Resistance Ohm/km 6,7
Return Loss 100-300 MHz dB > 35
Return Loss 300-900 MHz dB > 30
Screening Efficiency 100-900 MHz dB > 70
Temperature Range Fixed Install. - 15 °C / + 70 °C
Min. Bending Radius Fixed Install. 10 x Diameter

Nominal attenuations @ 20°C  
MHz dB  / 100 m
50 10,2
100 14,9
200 23,8
400 33,2
800 43,9
1000 54,7

mt
Coil 100

Issue Date 28/05/1999 Drum 500
Version 27/12/2010 Drum 1.000
Print Date 13/09/2018

I215.1 -  PROSPECTA  RG 223/U  C17   50 OHM  UV CEI-UNEL 36762 C-4 (U0=400 V)  Eca  (*)    (Meter.) mt  

Product Manager
(Davide Eng. Bagnacani)

Radio-frequency systems 50 OHM impedance up to 430 MHz with average power. Very resistant to oxidation thanks

to tinned copper.

112 DATA SHEET RG

Technical Data

Construction
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