FEATURES:

A FLANGE MOUNTING WITH 2 LEADWIRES
A SMALL SIZE AND LIGHTWEIGHT
A RICH SOUND OUTPUT AND LOW

CURRENT DRAIN

Model No SEP-2200 | SEP—2200A

Oscillating Frequency (+500Hz) 3,100 y — P 110.0£5.0
Operating Voltage ( VDC ) 3~20 42380 . 52
Sound Pressure Level 29.0 —X— 3 —

‘ 78 88

at 30 cm/12VDC ( dB min ) 34.0

Current Consumption at 8 r "_

12VDC (mA max) 13

Tone Continuous

- — S ‘

Operating Temperature ( °C ) -20° ~ 60" [ 145 ' l_'
O M

Storage Temperature ( 'C) -30" ~ 70° ! 421

Weight ( Gram ) 4.5

Model No SEP-2260 | SEP-2260A

Oscillating Frequency (+500 Hz) 3,500

Operating Voltage ( VDC ) 3~28 3~20 T 5 o e
Sound Pressure Level 5.0=2.0
at 30 cm/12VDC ( dB min ) 8 93 38.032.0 O -

o - 44,0

Current Consumption at 3 9

12VDC (mA max) —8

Tone Continuous 3. 5x%4.5

Operating Temperature (°C) -20° ~ 60° . A

_ __ ¥ 135
Storage Temperature ( °C) -30° ~ 70° (. II_I X ¥
: 4.0
Weight (Gram ) 7.7




