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Controller ETHERNET; 1st Generation

Item No.: 750-842

Controller ETHERNET; 1st Generation

Marking

Business data

Supplier WAGO

Item no. 750-842

GTIN / EAN 4045454527198

Content 1

Order amount 1

Customer item number

Notes

Item description:The ETHERNET PLC combines control functionality, I/O interface and ETHERNET in one

device.Programming PLC applications is performed in compliance with IEC 61131-3. Function blocks allow both

clients and servers to be programmed via socket APIs for all transport protocols (e.g., TCP, UDP).Features and

applications:Use of decentralized control can better support a PLC or PCComplex applications can be divided into

individually testable unitsProgrammable fault response in the event of a fieldbus failureSignal pre-processing reduces

fieldbus transmissionsPeripheral equipment can be controlled directly, resulting in faster system response

timesStand-alone, compact controllerMax. length of fieldbus segment: 100 m between hub station and 750-842; max.

length of network limited by ETHERNET specification

Technical data

Miscellaneous



WAGO Kontakttechnik GmbH & Co. KG                                                                                                                           

2

Printview: Controller ETHERNET; 1st Generation - Item No.: 750-842

Technical data

Color light gray

Conformity marking CE

No. of controllers connected to Master limited by ETHERNET specification

Transmission medium Twisted Pair S-UTP 100  cat. 5

Baud rate 10 Mbit/s

Buscoupler connection RJ-45

Protocols MODBUS/TCP, HTTP, BootP, MODBUS/UDP

Programming WAGO-I/O-PRO V2.3 (based on CODESYS 2.2)

IEC 61131-3 IL, LD, FBD (CFC), ST, FC

Cycle time < 3ms for 1,000 statements / 256 dig. I/Os

Max. input process image 512 bytes

Max. output process image 512 bytes

Max. input variables [Byte] 512 [Byte]

Max. output variables [Byte] 512 [Byte]

Program memory [KB] 128 [KB]

Data memory [Kbyte] 64 [Kbyte]

Non-volatile memory (retain) [Kbytes] 8 Kbytes [Kbytes]

Number of I/O modules per node max. 64

Power supply 24 V DC (-25 % ... +30 %)

Max. input current (24 V) [mA] 500 [mA]

Input current typ. at rated load (24 V) [mA] 500 [mA]

Power supply efficiency [%] 87 [%]

Efficiency of the power supply (typ.) at nominal load (24

V)

87 [%]

Internal current consumption (5 V) [mA] 200 [mA]

Total current for I/O modules (5 V) [mA] 1800 [mA]

Isolation 500 V system/supply

Voltage via power jumper contacts 24 V DC (-25 % ... +30 %)

Current via power jumper contacts (max.) [A] DC10 A DC [A]

Degree of protection IP20

Connection technology CAGE CLAMP®

Solid conductor 0.08 … 2.5 mm² / 28 … 14 AWG

Fine-stranded conductor 0.08 … 2.5 mm² / 28 … 14 AWG

Strip length 8 … 9 mm / 0.31 … 0.35 Inch

Fire load [MJ] 3.167 [MJ]
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Technical data

Weight [g] 179 [g]

Width 50.5 mm / 1.988 Inch

Height 71.1 mm / 2.799 Inch

Height from upper-edge of DIN-35 rail 63.9 mm / 2.516 Inch

Depth 100 mm / 3.937 Inch

Housing material polycarbonate, polyamide 6.6

Storage temperature -25 °C ... +85 °C

Relative air humidity (no condensation) [%] 95 [%]

Type of mounting DIN-35 x 15 carrier rail

Operating temperature 0 °C ... +55 °C

Mounting position Any

Exposure to pollutants gemäß IEC 60068-2-42 und IEC 60068-2-43

EMC emission of interference acc. to EN 61000-6-4, marine applications

EMC immunity to interference acc. to EN 61000-6-2, marine applications

Shock resistance acc. to IECacc. to IEC 60068-2-27

Vibration resistance acc. to IECacc. to IEC 60068-2-6
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Images & drawings
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Address

WAGO Kontakttechnik GmbH & Co. KG

			Hansastr. 27

			32423 Minden

			Telefon: 0571/887-0

			Fax: 0571/887-169

			http://www.wago.com

			© WAGO Kontakttechnik GmbH & Co. KG

			Technische Änderungen und Irrtümer vorbehalten.


