FEATURES:

A FITS 1.125 INCH (28.57MM) OPENING IN PANELS UP TO 0.25 INCH (6.35MM) THICK
A OPERATED BY EITHER AC VOLTAGE OR DC VOLTAGE WITHOUT POLARIZATION

A 3 DIFFERENT TONES ARE AVAILABLE
A SUPPLIED WITH 0.25 INCH (6.35MM) QUICK DISCONNECT TABS

Model No SEP-6610AN | SEP-6611AN|SEP-6613AN | SEP-6620AN | SEP—-6621AN| SEP-6623AN
Operating Frequency (+500Hz) 2,900 2,900
Operating Voltage (AC/DC
P g ge ( 30~120 60~250
Non-polar)
Sound Pressurle Level 70~85 70~85
at 60cm (dB min)
Current Consumption (mA max) | 4~18 4~18

Tone . Continuous Fast Pulse | Slowpulse | Continuous | Fastpulse | Slow Pulse
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Operating Temperature (°C) 20°~60°
Storage Temperature (°C) -30°~70°
Weight (Gram) 40.0 ‘ 62.0
Case Style & Terminal Layout A+a Ao | A ‘ B+a B+b B+b
"‘!1”-11"’ _[13.0| 20.0_10.5_ 15.0
’ ~18.0- =
i i
_ R
| 34.00 |128.5a :B 6.35 8.5 12.0
=249 :
' T
430 A Case Style A
- 4009 A Terminal Layout a
213.0, 295 _10.5
e 1.5 e
+8.0=
| —
Loy !
[ o) 6.35 8.5 i
|28.5¢ Lt 00
Pulse Rate '
Fast pulse : 3.5x20% Hz
Slow pulse : 1.2+20% Hz A Case Style B A Terminal Layout b




